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Abstract problems.,2 has stimulated research to detennine the cause of
reduced tail-rotor thrust to improve fundamental knowledge of
aerodynamic phenomena peculiar to the main- and tail-rotor
system in ground effect.

Wind-tunnel experiments were conducted to investigate
tail-rotor performance for flight conditions in ground effect
where helicopter directional control deficiencies have been
experienced. Tail-rotor thrust was measured on a small-scale
helicopter model for various wind speeds and azimuths. Mea-
surements were made with the fuselage and fm removed to
emphasize the primary interference effects of a main rotor in
ground effect. For a main-rotor height/diameter ratio
hiD = 0.265, the largest thrust reductions occur when (i) the
tail rotor rotates in the direction where the top blade moves
forward, (ii) wind speeds are above 15 knots, and (ill) wind-
azimuths are between 50° and 180°. Opposite rotation of the
tail rotor eliminates most of the adverse interference effects of
the main rotor. Flow visualization with neutrally buoyant
helium bubbles revealed a small, well-defmed ground vortex
core at moderate and high wind velocities. Interpretation of the
measured data showed that the ground vortex and trailing vor-
tex systems of the main-rotor flow field produced tail-rotor
thrust perturbations that are due to rotational and axial inter-
ference with the tail rotor.

Some of the earliest research by Amer and Gessow3 pro-
vided analytical methods for predicting tail-rotor thrust for side-
slip angles up to 360° azimuth, including vortex ring conditions.
However, the effects oftail-rotor/fm interference and the main-
rotor wake in ground effect were not considered. A more recent
summary of several significant tail-rotoraerodynamic phenom-
ena is given by Lynn et al.4 Effects of tail-rotor/fm interference
including separation distance and tractor/puSher arrangements,
vortex -ring conditions, airfoil section, disc loading, and tip
speed were discussed. Only brief attention was given to tail-
rotor rotation direction and ground effect.

Huston and Morriss were the rust to clearly identify (in
tenns of its significance for tail-rotor interference) the basic
recirculation vortex caused by a crosswind acting on the flow
field of a main rotor in ground effect. This horseshoe-shaped
"ground vortex" was found to strongly influence tail-rotor
thrust and power of a small-scale model tested in a wind tunnel
in rearward flight, with .B = 180°. The ground vortex, initially
in front of the rotor for low velocities, was forced downstream
and into the region of the tail rotor as velocity increased. Tail-
rotor thrust reductions occurred when the vortex and the rotor
were coincident, and the rotational flow of the vortex reduced
the relative angular velocity of the tail-rotor blades.

Notation

Additional insight into many aspects of tail-rotor perfor-
mance was given by Weisner and Kohler6 , again for small-scale
wind-tunnel model tests. The effect of the ground vortex was
substantiated for (J = 180°, and its effect was noted for other
azimuths at higher velocities. A significant influence of the
main-rotor trailing vortex system on the tail-f'otor thrust was
also found. The effects of main-rotor height, tail-rotor position,
rotation direction, tail-rotor/fin interference, and tractoJ'"pusher
arrangements were also investigated. Most'recently Yeager et aI.7
expanded the work of Ref. 5 to investigate different wind-
azimuth conditions and the important effects of tail-rotor/fm
interference.

b number of blades
c blade chord, ft
CT rotor thrust coefficient, T/pl"S}2 R4
D main rotor diameter, ft
h main rotor height above ground, ft
r radial distance from rotor center, ft
R rotor radius
T rotor thrust; tail-rotor thrust is positive in a counterclock-

wise direction around main rotor shaft, 100mB down on
model

T A tail rotor rotation direction where top blade moves aft
TF tail rotor rotation direction where top blade moves forward
V wind velocity or free-stream velocity, knots
VT rotor-tip speed, ft/sec
.B wind azimuth angle or vehicle sideslip angle, positive nose

left, degrees (see Fig. 9)
8 rotor-blade pitch angle, r/R ~ 0.75, del
p. main rotor advance ratio, V /Rn
p air density, siup/ft3
a solidity, bc/I"R
11 rotor angular velocity, rad/sec

These small-scale model testsS- 1 contributed greatly in
identifying conditions of reduced tail-rotor performance and in
understanding the fundamental aerodynamic phenomena
involved. However, because of the complex flow-field inter-
ference and the larJe number of system parameteR, more exper-
imental tests were needed. For example, Ref. 5 includes data
for only one wind-azimUth' .B = 180°, one mam-rotor height,
hID = 0.355, and one tail-rotor rotation direction, TF. Refer-
ence 6 includes data for a large but incomplete wind-azimuth
range, 0° <.B < 270°, one tail-rotor pitch angle, B = 20°, only
high wind velocities, 20 and 35 knots, and two main-rotor
heiaht/diameter ratios. hID = 0.3 and 1.0. Reference 7 presents

Single-rotor helicopters generally employ a tail rotor for
torque reaction and directional control. The highly variable
aerodynamic environment of the tail rotor often leads to unde-
sirable directional control characteristics, particularly for cro...
wind conditions 1n ground effect. Recent experience with these

~nted at the 30th Annual National Forum of the American
Helicopter Society, May 7-9,1974.



operate at full-scale tip speeds but the rotor speeds were arbi-
trarily reduced to improve model reliability. The nomiJ,al tip
speeds were 70% of the full-scale values (see Table I), and the
tunnel velocities were reduced proportionately to maintain the
same main-rotor advance ratio for the model and full-scale con-
ditions. Advance ratio varied from 0 to about 0.1. Maximum
tunnel velocity was reached at an advance ratio of 0.05. and
higher advance ratios were attained by reducing thc rotor tip
speeds below thc nominal 70% values. The bulk of the testing
was carried out with the model at skid height (hID = 0.265),
but a few measurements were made at hID = 0.493. At skid
height, the main-rotor-blade pitch angle was sct at 5.830 for all
velocities. This pitch angle represents a full-scale rotor thrust of
9000 Ib, or ~ = 0.00442. At the higher advance ratios, the
thrust coeffICient increased slightly to CT = 0.00523 at a veloc-
ity of 30.9 knots. Since the rme pitch variations required at
these low speeds could not be made accurately, the small varia-
tions in rotor thrust were accepted. For hID = 0.493, the rotor
pitch angle was increased by 10 to maintain approximately the
same rotor thrust.

data, usually including the effects of the fuselage and fin, for a
complete range of wind velocity and azimuth, both tail-rotor
rotation directions, and one main-rotor height/diameter ratio,
hiD = 0.355. Most of the results from these experiments were
obtained for a complete helicopter conrtgUration that included
a fuselage and tail fin. Since no complete series of tests was
conducted for a main- and tail-rotor alone, these results are
difficult to interpret with regard to the basic aerodynamic inter-
ference phenomena of the main- and tail-rotor combination.

The present experiments were designed to focus specifi-
cally on the fundamental aerodynamic phenomena. Comprehen-
sive measurements of tail-rotor thrust were made for a complete
range of the basic system parameters such as wind velocity,
wind-azimuth, tail-rotor coltective pitch, and tail-rotor rotation
direction. Measurements were made only for the main- and tail-
rotor combination. l.e~ important effects of the fuselage and
tail fm were not considered. Flow visualization studies of the
aerodynamic phenomena were also carried out. The results
were intended to be sufficiently general for use in future valida-
tion of analytical models of the mai,n- and tail-rotor flow field.

Two tail-rotor rotation directions were used for testing
with the main rotor. The rotation direction is referred to as TF
or T A, depending on whether the blade at the top of the tail
rotor disc moves forward toward the nose of the helicopter or
aft toward the tail, respectively. Only the standard AH-I G con-
figuration of relative main- and tail-rotor position was tested,
although with the fuselage and fin removed, the tail-rotor disc
was positioned to coincide with the "fuselage" plane of
symmetry .

Model and Test Procedure

A 1/8-scale model of the AH-IG Cobra helicopter was
tested in the settling chamber of the USAAMRDL - Ames
Directorate 7-by lo-Ft Wind- Tunnel. The principal model param-
eters and dimensions are given in Table I. Side and plan views
are shown in Fig. I. In order to simplify the model, teetering
hinges and cyclic pitch controls were not installed. The main-
and tail-rotor blades were rigidly attached to their respective
hubs, except that pitch changes could be made manually by
loosening the hub clamps. The lack of a teetering hinge does
produce asymmetric rotor loading in forward flight; but at very
low advance ratios near hover, the asymmetry is not constdered
to be important. The fuselage and fm of themooel were used
for flow visualization studies, but were removed for quantitative
testing.

Flow Visualization

Smoke and neutrally buoyant helium soap bubble flow
visualization techniques were used to investigate the main-rotor
and tail-rotor flow fields. Free-stream and rotor-tip velocities
were reduced to 20% of the full-scale values to reduce smoke
and bubble dissipation and improve photography. There were,
however, no noticeable changes in the flow-field phenomena at
these very low velocities and Reynolds numbers. The smoke
technique was adequate for observing large-scale flow-field
behavior and was suitable for motion picture filming, but the
smoke technique did not reveal rUte details of the flow and was
not adequate for still photography. The neutrally buoyant
helium bubble technique, using the Sage Action, Inc., Model 3
Bubble Generator, was very successful, however, and revealed
small details of the flow-f"leld. Still photographs of the bubbles
were easily obtained, but motion picture filming required care-
ful attention to details of lighting and exposure.

The model was mounted on a 12- by 16-ft ground plane,
I ft above the floor of the wind-tunnel settling chamber. The
large size (3Q-ft high, 33-ft wide) of the settling chamber was
sufficient to eliminate any perceptible wind-tunnel wall effects
even for very low speed conditions. The model could be rotated
through the entire 3600 azimuth range. The tail rotor was
powered by an electric motor driving a shaft through a straight
tubular cantilever support. The tail-rotor and its support system
were mounted external to the fuselage in order to simplify the
drive train. This apparatus could be positioned on either side of
the model to avoid wake interference with the tail rotor for
certain azimuth angles. The general arrangement of the model
installation in the wind tunnel is shown in Fig. 2. The height of
the model could be changed by raising the rotor supports as
shown in Fig. 3. Note that the fuselage and fin have also been
removed in this figure. The main and tail rotors were instru-
mented with strain gages to measure thrust forces. The strain
gage output was filtered to eliminate high-frequency turbulence
response, and thus the measurements reflect only the steady
state time-averaged rotor forces.

A series of photographs with the helium bubbles shown in
Fig. 4 illustrates the evolution of the main-rotor flow-field and
the ground vortex as the free-stream velocity increases from 9.7
to 26.5 knots. At very low speeds, the rotor downwash extends
far upstream of the rotor uno1 it is overcome by the free-stream
velocity and is swept back down-stream to recirculate through
the rotor. The forward stagnation line between the rotor down-
wash and the free-stream flow moves rearward with increasing
free-stream velocity as the recirculation region becomes smaller
and the velocities more intense. When the stagnation line nears
the leading edge of the rotor (at 19.9 knots), it becomes unsta-
ble, and the recirculating flow, or ground vortex, tends to oscil-
late between two different positions. At V = 21.9 knots, the
structure of the ground vortex changes and a defmite vortex

Data were obtained for the complete wind-azimuth range.
Free-stream velocities varied from 0 to 44 knots (all velocities
refer to full-scale values). The model was originally designed to
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core begins to appear below the rotor leading edge. As the
free-stream velocity increases, the core diameter becomes very
smalJ and welldefmed. The approximate position (based on
visual estimation) of the ground vortex forward stagnation line
for various free-stream velocities is shown in Fig. 5 (at the higher
speeds the vortex core location is given). It is of particular
interest to note the azimuth position where the vortex core and
the rotor perimeter coincide, because this also indicates where
the vortex will be in close proximity to the tail rotor. Figure 6 is
a crossplot showing the ground vortex stagnation point (at the
rotor centerline) as a function of free-stream velocity. The dis-
continuity at 19.9 knots is associated with the unstable vortex
position behavior observed during the tests.

Several photographs in Figs. 7 and 8 graphically show how
the ground vortex core interacts with the tail rotor under cer-
tain critical crosswind conditions. Figure 7 shows the model posi-
tioned tail forward,j3 = 180°, at V = 15 knots, a critical condi-
tion (rJrst identified by Huston and Morriss) wl1cn the tail-rotor
rotation direction is the same as the ground vortex, i.e.,
TF rotation. Note that a comparison with Fig. 4b shows that,
with the tail rotor operating at high thrust, the ground vortex
moves downstream and is reduced in size. Figure 8a shows the
model positioned in a 21.9 knots cr~wind of .B = 90°. Here,
the vortex core is ful1y developed and it impinges directly on
the fin and on the tail rotor. The core diameter appears to be
enlarged due to unsteady flow, and the vortex oscillates
between the leading and trailing edges of the fin. Figures 8b and
8c show that a change in wind azimuth of 20° is sufficient to
prevent direct impingement of the vortex core on the tail rotor.
This is true even in Fig. 8c where an increased speed of
26.5 knots would tend to reduce the separation distance
between the tail-rotor ~nd the ground vortex.

The weU-deimed core structure of the ground vortex
o~rved during the present investigation was not reported in
earlier work, and it is useful to note its basic characteristics,
(for hID = 0.265 and CT ~ 0.00442). Below 22 knots, the
ground vortex is characterized by relatively diffuse circulatory
flow. At higher speeds, the circulatory flow became very similar
to an jdeal potential vortex. The photograph for 24.3 knots in
Fig. 4 shows the fully develoPed vortex core with a diameter on
tho order of th~ bubble size, i.e., about 1/4 to 1/2 in., at the
rotor centerline. The larpr apparent diameter is caused by
unsteady motion of the core during the 11econd~xpo~re
interval. Note that in this photograph the bubbles are injected
directly into the vortex core about two feet to the left of the
rotor centerline. The bubbles migrate laterally upstream and
croa the main-rotor centerline to occupy the entire vortex core,
which extends just beyond each side of the rotor disc perimeter.
The bubbles oscillate laterally within the vortex core and even-
tually exit from the core at either side and are swept down-
stream. Bubbles remain in the vortex core for up to 10 seconds
after bubble irijection is stopped. At either side of the rotor, the
vortex core exp~ds and becomes diffu~, turbulent, and very
unsteady (just beyond the bubble injector, Fig.4e). . This
behavior sugests a tYpe of vortex bursting phenomenon. It may
also be a region of transition between the ground vortex and a
main-rotor trailing vortex system. Observation of bubbles being
entrained into the vortex core suggests that the core may be the
result of an accumulation of blade tip vortices deposited around
the front of the rotor disc. The ends of the ground vortex core
may be the points where the tip vortices no longer accumulate
but are swept individually downstream.

Test Results

A few experimental results are presented to illustnte the
general thrust perfonnance chancteristics of a tail rotor in the
presence of a main rotor operating in ground effect at low
forward speeds.

First shown in Fig. 9 is tail-rotor thrust vemJs azimuth for
a ~ries of tail-rotor pitch angles from 0° to 18°, at a wind
velocity of 21.9 knots. Three separate configurations are
included: (i) the tail rotor alone (Fig.9a); (ii) the tail rotor
with the TF-rotation direction, together with the main rotor
(Fig. 9b); and (ill) the tail rotor with the TA-rotation direction,
together with the main rotor (Fig. 9c). Figure 9a, for the tail
rotor alone, sbows the basic thrust variations which occur when
a rotor experiences an angle-of-attack variation from 0°
of 360°. The rotor is in axial flow in the normal working state
(propellor) at ~ = 90° and in the vortex-ring state at 270°.
At ~ = 0° and 180°, the rotor is in edgewise flow, i.e., as a
lifting rotor. The laqest thrust reduction occurs for ~ ~ 90°

because the wind increases the rotor inflow. In the vortex-ring
state, ~ ~ 270°, silnifiCant unsteady perturbations occur, which
contribute to difficulties in helicopter directional control. To
indicate how the main-rotor flow field and the tail-rotor rota-
tion direction influence the tail-rotor thrust, Figs. 9b and 9c
should be compared with Fi,. 9a. At 21.9 knots, the ground
vortex core is well-developed and is clo~ to the tail rotor
when ~ ~ 90° or 270°. A large thrust reduction occurs at hi&l1
pitch angles for TF-rotation when P ~ 90° or 270°, because of
the ground vortex interference. A much smaller change occurs
for the T A-rotation direction, which implies that the rotation
direction is an important factor for tail-rotor thrust perfor-
mance in ground effect. However, the rotation effect is not the
only interference effect produced by the main rotor. At low tail-
rotor pitch angles, the main rotor signifiCantly influences the
tail-rotor thrtISt, but both rotation directions produce virtually
identical results. Finally, the thrust measurements indirectly
imply that the tail rotor it~lf influences the main rotor flow
field. This is su.ested in Fig. 9c by the azimuthal variation of
the point of minimum thrtISt as the tail-rotor pitch is chanaed.
The minimum thrust azimuth varies from 90° to 1100 as the
pitch angle varies from ISo to 0°. This would be expected if the
ground vortex were induced further downstream (see Fig. S) by
the tail-i'otor inflow.

In previous investigationsS-7 of tail-rotor perfonnance, the
fully developed ground vortex core structure was not observed,
presumably because smoke and tuft grids were used for flow
visualization. The vortex core is nearly invisible with smoke
flow visualization, but it is clearly and easily ob~rved with
helium bubbles. Also no evidence of vertical vortices reported
by Weisner and Kohler" was found in the present work. The
helium bubble technique is especially suited to studies of the
JfOund vortex because of the low-velocity circulatory flows, and
because velocities tangent to the vortex core axis are very low.
Therefore. bubbles entering the vortex core remain in a very
localized region and clearly defme the vortex behavior. The
ground vortex core was also found to be sensitive to the pres-
ence of the fuselage. With the nose upwind, ~ . 0°, the fuselage
su~tantial1y retarded the development of the small-diameter
vortex core. Only a small effect was found for the tail upwind,
~ . 180°. And for the increased main-rotor height/diameter
ratio, hID = 0.493, the ground vortex core was found only at
higher velocities and farther below the rotor.
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Figure 10 shows the variation of tail-rotor thrust with
free-stream velocity for four azimuth angles"b' = 0°, 90°, 180°,
and 270°. These results clearly show the effect of the ground
vortex on tail-rotor thrust as it moves downstream with increas-
ing velocity. For the headwind condition,b' = 0° (Fig. lOa), the
ground vortex is not a factor, but there is a rotational flow
effect due to the partial immersion of the tail-rotor disc in the
slipstream of the main rotor. Figure lOb shows again that, for
,b' = 180° and the TF-rotation direction, 15 knots is the critical
velocity. The T A-rotation shows a small favorable interference
effect from the ground vortex. Figures 10c and 10d show the
crosswind conditions, and here the variations in tail-rotor thrust
are more pronounced. At {3 = 90° (Fig. 10c), the free-strearn
velocity reduces the rotor thrust becau~ of the increased
inflow, but the ground vortex cau~s a significant additional
reduction at 22 knots. The vortex interference is only present
for a restricted velocity range, which implies that interference
effects occur only when the vortex is in clo~ proximity to the
tail rotor. An exception for zero pitch angle shows a thrust
reduction at high velocities that is not a function of rotation
direction. Figure IOd shows tail-rotor thrust in the vortex-ring
condition, 13 = 170°. The thrust perturbations are corres-
pondingly more complex; however, a reduction in thrust due to
the ground vortex does occur near 22 knots at high tail-rotor
pitch angles and the TF-rotation direction.

vortices that are nonnally deposited in a continuous spiral pat-
tern behind the rotor. However, in ground effect, the portions
of the spiral that are deposited at the front of the rotor initially
move upstream of the rotor and recirculate in thc ground vortcx.
At higher speeds, it appears that they accumulate to fonn the
well-defined core of the ground vortex. The portions of the
blade tip vortices deposited at the sides and rear of the rotor are
swept downstream in the nonnal malmer and fonn a trailing
vortex at each side of the rotor with interconnecting lateral
filaments. An undetennined aspect of this vortex fonnation
process is the point where the blade tip vortices "divide" to join
either the ground vortex or the main-ro~or trailing vortex
system. This is an important point, because it detennines the
details of the trailing vortex configuration in the region where
the trailing vortex exerts its greatest influence on ~he tail rotor.

Tai1:RQtorN ortex Interfe~nce

The second step in understanding the main- and tail-rotor
aerodynamic phenomena is to determine whether the measured
thrust perturbations due to the main rotor wake are consistent
with the hypothesized vortex model. Tail-rotor thrust perturba-
tions caused by an adjacent vortex (such as the ground vortex
or the trailing vortices) can be divided into two types: rota-
tional interference and axial interference.

The influence of increased ground clearance of the main
rotor was evaluated in a limited fashion (Fig. 11) for tJ = 90°.
Comparison wth Fig. IOc shows clearly that the ground vortex
effect at high pitch angles is completely ab~nt. Some influence
of the main rotor flow field are evident at the lower pitch
angles. however.

Rotational Interference. Consider an ideal potential vortex
that is parallel to the tail-rotor shaft (Fig. 13a) and induces a
rotational flow in the same direction as the tail-rotor rotation.
If the vortex is positioned outside the rotor perimeter. it will
increase the relative blade rotational velocity and increase the
rotor thrust. The thrust perturbation will increase as the vortex
moves closer to the rotor (when the vortex is near or just within
rotor perimeter, the thrust perturbation will be sensi~ive to
assumptions ai;!out viscous vortex properties like core size, etc.).
As the vortex approaches the rotor center, the thrust is reduced
because the vortex rotation reduces the relative ansular velocity
of the blades. In summary. as the vortex traverses the rotor. the
thrust is first increased and then decrea,ed as the vortex
approaches the center of ~he rotor. If the vortex rotates in a
direction opposite to the rotor. generally opposite thrust pertur-
bations occur, although the variation with p~tion will not be
identical. And finally, pure rotational interf~nce will cause
thrust perturbations only if the blade pitch angle is nonzero.

Flow-Field Interpretation from Tail-Rotor
Throst Perturba~

Tail-rotor thmst perturbations that occur for a main- and
!all-rotor configuration operating in a croawind and in ground
effect were discussed above. Although the rudimentary features
of the associated aerodynamic phenomena are now known, a
better understanding Will be required before tail-rotor perfor-
mance can be quantitatively determined or improved. The
thrust data and flow-visualization observations reported herein
can be interpreted to help understand these phenomena; the
process used to gain this insight is described below.

Axial Interference. The second ba$ic type of thrust pertur-
bation occurs if the vortex axis is perpendicular t() the rotor
shaft as shown in Fig. I3b. In this case, the velocity induced by
the vortex in the axial direction with respect to the rotor (nor-
mal to the disc) will increase or decrease the rotor inflow, and
hence decrease or increase the rotor thrust. The sign of the
thrust perturbation depends ()n the vortex rotation direction.
The thrust perturbation will become greater as the vortex
approaches the edge of the rotor disc, and then will diminish to
zero when the vortex coincides with the rotor axis. Axial inter-
ference is not substantially dependent on the rotor-blade pitch
angle, or the rotor rotation direction.

Flow-Field Model

A flow-field model is rmt hypothesized for a rotor in
ground effect at low forward velocities. The two main elements
of this flow model are the ground vortex and the rotor trailing
vortex system. The ground vortex system created by the recir.
culating rotor downwash has .been directly identified by flow
visualization but the trailing vortex system for these conditions
is implied only indirectly by perturbations in tail-rotor thrust.
The two vortex systems are shown schematically in Fig. 12. For
the present main- and tail-rotor conrlguration and main-rotor
height/diameter ratio hID = 0.265, the ground vortex and the
rotor trailing vortex system are below and above the tail-rotor
hub, respectively. The details of how this vortex system is
formed are not entirely clear, especially with respect to the
"connections" between the ground and trailing vortex systems
(Levinsky and Strand8 have proposed a single, combined vortex
model). Both systems must originate from the blade trailing tip

The rotational and axial interference conditions are actu-
ally special cases of a more general oblique rotor/vortex inter-
ference condition. The oblique interference condition will be
characterized by a combination of both rotational and axial
interference effects.
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Analysis of the Data results for TF-and TA-rotation are shown separately in Figs.14b
and 14c, respectively. Since the tail rotor is operating at high
thrust, the main-rotor flow-field characteristics are also slightly
different from those in Fig. 14a.

The ground and trailing vortex flow-field hypothesis and
the rotor/vortex interactions (described above) are now used to
study the tail-rotor thrust measurements. Figure 14a shows the
tail-rotor thrust at zero pitch angle vs wind azimuth for the
complete range of wind velocities tested. Superposition of the
isolated tail rotor and the T A- and TF -rotation, main- and tail.
rotor combinations clearly shows the influence of the main-
rotor flow field and the tail-rotor rotation direction on the
tail-rotor thrust. The sequence of curves for small wind velocity
increments gives a graphic picture or "mapping" of the main-
rotor flow pattern and its development as wind speed increases.
For zero blade pitch angle, only axial interference thrust pertur-
bations are expected; this is commned by the insensitivity of
the thrust perturbations to tail-rotor rotation direction. There-
fore, the thrust perturbation caused by the main-rotor can be
used to qualitatively estimate the axial (with respect to the tail-
rotor axis) velocity components of the main-rotor flow-field at
the tail-rotor location. Since the tail-rotor thrust is nearly zero
for zero pitch angle, the following observations apply to the
undisturbed main-rotor flow-field.

The results in Fig. 14b for TF-rotation generally show
large thrust reductions that are characteristic of adverse rota-
tional interference. The critical azimuth of about 1800 at
15 knots changes continuously to about 500 as velocity
increases to 30 knots. This reflects the downstream movement
of the ground vortex with increasing velocity (Fig. 5). At very
low velocities the thrust is reduced for all azimuths. becallse of
rotational interference caused by partial immersion of the tail-
rotor disc in the adjacent main-rotor slipstream At higher veloc-
ities. the ground vortex forms and creates the thrust pertur-
bation at (F) (perturbation (D) in Fig. 14a).

The strongest ground vortex effect (F) occurs at .B = 90°
for velocities of 20 to 24 knots. For these conditions, rota-
tional interference and axial interference of the ground vortex
combine to reduce the tail-rotor thrust. For .B = 270°, the posi-
tive axial interference (Fig. 14a) overcomes negative rotational
interference at moderate and high velocities, (F). Compared
with Fig. 14a, however, the ground vortex thrust perturbations
peak at lower azimuths because the ground vortex is displaced
by interference of the thrusting tail-rotor.

For velocities below 17 knots (Fig. 14a) there are only
small tail-rotor thrust perturoations. Although the diffu~
ground vortex is coincident with the taU rotor at 1 S knots, at
zero pitch angle its rotational flow does not influence the
thrust. The tail-rotor thrust perturoations at (A) imply that the
flow approaching the main rotor is induced toward the center
of the rotor (analogous to a potential sink), thus partly nulli-
fying the lateral velocity component (V sin /3), experienced by
the isolated tail rotor.

The thrust perturbation of the trailing vortex (G) near
.B = 60° appears to merge with the perturbation caused by the
ground vortex, (F). The negative thrust reduction due to rota-
tional interference (for TF-rotation) of the trailing vortex above
the tail-rotor hub outweighs the thrust increase from axial inter-
ference (Fig. 14a, (C», and yields' a net reduction in tail-rotor
thrust. For wind-azimuths near .B ~ 3 I S°, the trailing vortex
again reduces the tail-rotor thrust (G) because of combined
thrust reductions from axial and rotational interference
(TF-rotation). Finally, one significant thrust perturbation (H)
remains unexplained; it may result from a complex secondary
flow effect of the tail-rotor wake.

At higher velociti«, 22 to 30 knots, the ground vortex
moves below the main rotor. A significant thrust perturbation
(B) occurs, negative for fJ = 900 and positive for fJ = 270°..
This is due to axial interference produced by a downstream
induced velocity component of the ground vortex and is to be
expected because the ground vortex is located below the tail-
rotor hub. The azimuth angle of the maximum thrust perturba-
tion approaches 90° and 270° as the ground vortex mov«
downstream. with increasing velocity (Fig. 5). The main-rotor
trailing vortices apparently produce the thrust perturbations at
(C), increasing the thrust at fJ = 4SO and decreasing it at
fJ = 315°. This is due to an axial interference velocity com-
ponent of the trailing vortices positioned above the tail-rotor
hub for these azimuths. Their influence diminishes as velocity
decreases, since trailing vortices would not be expected to form
in ground effect at very low speeds. At 20 to 22 knots, a thrust
perturbation (D) can be observed for which there is no satisfac-
tory explanation. And, finally, a small increase in thrust (E) at
the downstream point of the main-rotor, fJ = 360°, is produced
by the wake swirl reaction to the main-rotor torque.

Figure 14e shows the effect of the main-rotor flow on
taiI-rotor thrust for TA-rotation. As noted above, and also in
earlier work, this rotation direction nearly eliminates the
adve~ effect of the main-rotor flow field. This is due to the
favorable rotational interference effect of the ground vortex on
the tail rotor. This is also true for rotational in terference of the
trailing vortices for the present tail-rotor confIgUration. The
TA-rotation direction does not completely eliminate the adve~
taiI-rotor thrust perturbation, however, because axial interfer-
ence of the ground and trailing vortices can also reduce thrust.

Beginning at the low wind velocities in Fig. 14c, the
increase in thrust due to rotational interference for T A-rotation
evident at (I) is opposite the effect of TF-rotation at (F) in
Fig. 14b. As the ground vortex moves under the main rotor at
higher velocities, the largest thrust perturbations occur near
~ = 90° or 270°. In region (I) for ~ = 90°, the adverse axial
interference outweighs the favorable rotation interference. The
net thrust reduction is not large, however. The two interference
effects are both positive at ~ = 270°, and the tail-rotor thrust is
increased. Finally, the trailing vortex effect at high velocities (J)
increases the thrust at both ~ = 45° and 330°, since the rota-
tional interference outweighs the adverse axial interference
near ~ = 330°.

Figures 14b and 14c show similar results for a tail-rotor
pitch angle of I go. Since rotational interference effects are pro-
duced for positive pitch, different thmst perturbations are
found for the two tail-rotor rotation directions. Therefore, the

-For this dmcussion, it will be useful to consider the free-stream
velocity vector and the vortex systems to be fIXed in space. The
azimuth angle of the tail rotor, m~ counterclockwise
from the downstream position (Fig. 12), is then equal to the

wind-azimuth angle (3.
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7. Flow visualization and tail-rotor thrust measllrements
both showed that the tail-rotor can significantly alter th~ main-
rotor flow field.

Concluding Remarks

The tail-rotor thrust perfonnance characteristics of a
small-scale helicopter model tested in a wind tunnel in ground
effect generally agreed with the fmdings of earlier investiga~
tions; however, additional details are available from the present
tests. The fiow-visuallzation investigations revealed significant
additional details of the ground vortex not reported by earlier
investigators. Specific findings are listed as follows;

References

,. Lewis II, R. B., ARMY HELICOJYfER PERFORMANCE
TRENDS, !oumal of the American Heli.:opter Soci~ty.
Vol. 17, No.2, April 1972.

2. Johnston, J. F., and Cook, J. R., AH-56A VEHICLE
DEVELOPMENT, Paper presented at the 27th Annllal
National Forum of the American Helicopter Society, Pre-
print No. 574, Washington, D. C., May 197 J.

I. For a main-rotor height/diameter ratio hID = 0.265

and CT ~ 0.0044, tail-rotor thrust was substantially reduced for
TF-rotation at high tail-rotor pitch angles, for nearly all wind
velocities and azimuths. Thrust perturbations were smaller and
usually favorable for T A-rotation.

3. Amer, K. B., and Gessow, A., cHARTS FOR ESTIMATING
TAIL-ROTOR CONTRIBUTION TO HELICOPTER DIREC-
TIONAL STABILITY AND CONTROL IN LOW-SPEED
FLIGHT, NACA ReportTR 1216, 1955.

2. For a main-rotor height/diameter ratio hiD = 0.265,
CT ~ 0.0044, and TF-rotation, the most critical thrust reduc-
tions occurred for wind velocity and azimuth combinations that
varied continuously from 15.0 knots and 150° (similar to
Huston and MorrisS) to 30.9 knots and 50° as the ground vor-
tex location changed with increased velocity. Minimum thrust
occurred at 22 knots and 90°.

4. Lynn,R. R.. Robinson, F. D., Batra, N. N., and Duhon, J. M.,
TAIL ROTOR DESIGN PART I: AERODYNAMICS.!Q!.!!-
nal of American Helicopter Society, Vol. 15, No.4, Octo-
ber 1970.

3. Limited result$ for a main-rotor height/diameter ratio
hID = 0.493 and P = 90° showed no appreciable reductions in
tail-rotor thrust.

5. Huston, R. J., and Morris, C. E. K., Jr., A WIND-TUNNEL
INVESTIGATION OF HELICOPTER DIRECTIONAL CON-
TROL IN REARWARD FLIGHT IN GROUND EFFECT,
NASA TN D-6118, March 1971.4. Tail-rotor thrust measurements support Weisner and

Kohler's fmding that a main-rotor-tjp vortex system causes tail-
rotor thrust perturbations at moderate and high velocities at
azimuth angles near 45° and 31 S°.

6. Wiesner, W., and Kohler, G., TAIL ROTOR PERFOR-
MANCE IN PRESENCE OF MAIN ROTOR, GROUND,
AND WINDS, Paper presented at the 29th Annual National
Forum of the American Helicopter Society, Preprint
No. 164, May 1913.

5. The neutrally buoyant helium bubble flow visualization
te~hnique was found to be ideal for studying the flow field of a
main.rotor in ground effect. Use of this technique revealed that
for velocities above 22 knots. the ground vortex possessed a
very small well.(jefmed core. 1/4 to 1/2 in. in diameter.

7. Yeager, W. T., Jr., Young, W. H., Jr., and Mantay, W. R., A
WIND-TUNNEL INVESTIGAnON OF PARAMETERS
AFFECTING HELICOPTER DIRECTIONAL CONTROL IN
LOW-SPEED FLIGHT IN GROUND EFFECT, NASA Tech-
nical report (to be published).

6. Detailed analysis of tail-rotor thrust perturbations
cau~d by the main-rotor flow field at high and low tail-rotor
pitch angles showed that thrust perturbations are caused by a
combination of two basic types of rotor/vortex interference.
The first is rotational interference due to a vortex parallel to the
rotor shaft, and the second is axial interference caused by a
vortex pe~ndiCU.lar to the rotor shaft.

8. Levinsky, E. S., and Strand,T., A METHOD FOR CALCU-
LATING HELICOPTER VORTEX PATHS AND WAKE
VELOCITIES, Air Force Flight Dynamics Laboratory Tech-
nical Report AFFDL-TR-69-113, July 1970.

6



Table 1. Model Parameters

Number of blades
Diameter, ft
Chord, ft
Solidity
Blade root cutout, percent
Blade twist, del
Airfoil

Rotor-tip speed (100% rpm)
fi/sec

Precone, del
736

0
746

2.5

Fig. 2 Model installation in settling chamber of AMRDL-Ames
7- by 100ft wind tunnel.

I- - - - - - -; ~ ';i';;-:".~';~~;~t; .385 ft

T "~~~, ~ t $11- .' ".; c~::" "
I -+.tee R ,:.,c,' -r-

,;:: \ I... '

~+~J::~-i"~

Fig. 3 Fuselage and fin removed, main rotor raised to ground
height to diameter ratio hID = 0.493.

t
.530R

Fig. I AH-IG Cob@ 1/8-scale Wind-tunnel model, side and plan
views, R = 2.75 ft.
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a) ~ = 90°

-- CORE LOCATION- STAGNATION LINE LOCATION

Fig. 5 Approximate position of ground vortex forward stagnation
line, top view of ground plane, hID = 0.265.
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Fig. 6 Variation of lI'Ound vortex position at the rotor centerline
VI free-ctream velocity. hiD = 0.265. b)P-l.1(f

c) .6= 70°, V = 26.5 knots

Fig. 8 Relative location of ground vortex and tail rotor,
hiD = 0.265, V = 21.9 knots, tail-rotor pitch
angle 18°.

Fig. 7 Relative location of ground vortex and tail rotor,
hiD = 0.265, P = ISOO, V = 15.0 knots, tail-rotor
pitch angle ISo.
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Fig. 9 Tail-rotor thmst coefficient VI wind.azimuth anale. hID = 0.265, V - 21.9 knots, fusel. and fin removed.
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d) ~ - 2700b) 6- ISO-

Fig. 10 TaB-rotor thrust coefficient vs wind velocity, bID - 0.265, fuselage and fin removed.
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Fig. 12 Main-rotor flow-field model, top view showing ground
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Fig. 13 Schematic interference conditions between a rotor and a
doubly-inrmite ideal vortex.
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